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Thakurbaba Municipality
Office of Muncipal Executive

Sainawar Dardiyn

Project Name :- Jukeshwor Temple Remaining Work Completion & Boundary Wall C
Location > Thakurbaba-0S, Bankatti

Type of Work :- Temple Manapement & Boundary Wall

" [Estimated Work Compiction Date : 208003720
BOQ
i Rate (Rs) Amount ( NRs)
SN, Descripation Unit Quantity in Figure Ta Words ount

A GENERAL WORKS

Supply and erection of Project lnformation board 1.8 x 1.2 m size including full
1 ion for Laboar, ial jon and other inci all complete as pe: PS 1 3000.00 Three Thousand Only 3000

Instruction of site Engineer.

B. : QIVIL WORKS

Providing and laying IS mm thick Marble floering at specified places aver cement sand
mortar of 20mm (1:2) filling joints with white ceent with arble color pigment in perfect
1 [line and level with polishing, perfect finish etc including the cost of all materials and other Sq.m 35.63
acoessories etc all complete as per specification, drawings and as per Instruction of Site
Pﬂ! -

Providing and laying 15mm thick marble skirting work of 100mm height in cement sand
ratio{1:3 ) in perfect line and level with polishing, perfect finish ete including the cost of all RM 1934
Egaﬁsgﬂnﬁﬂl!ﬂuﬂiiaﬂ.ﬂ;n;l?“ and as per
Instruction of Site Engineer

Sepply and fixing of stainless steel pipe ralling(Potico stainless steel pipe ralling) with 2"
3 .mu.-m-l-..&-u.!n.cl-mﬂ_-hnah.!vnnenn.wm.m.uﬂunol#ruunvnﬂ_:-:nuk:&! " RM 2643
l«.n:.ln!:.n-lasmvni-aﬂiv_nnio..ra_..__.niu_c«mnnm«-_nio_-iupuvnq

300 of Site Engi

Site clearance work with cutting of grass removing its root.dressing of undulated areas and
4 |leveling disposing ,debries & unused construction material out of site after construction all | Sq.m. 3045
complcte as per lnstruction of Site Engineer.

Earthwork excavation in all Soft/Medium soils for building foundation and site development
of

5 [byMancally, ift up to LSm ing of bottom , stacking jals at 10m, 20m
clear from the edge of foundation trench, all complete as per specification, drawings and G 3
instruction of engineer

Providing and laying of hand packStone soling with 150 to 200 mm thick stones and packing

6 |with smaller stone on prepared surface as per Drawing and Technical Specifications and as | cum. 2.295
per Instruction of Site Eagineer.
Formworks: Providing 12mm thick waterproof plywood and steel prop formwork for all
concrete works necessary propping, scaflolding, staging, supporting inclusive of wedging
and cutting holes for utilization work till the support is full unyielding nett for Sq.m 5953

7
foundation/Column/Sill/Lintel/Slab/B eam etc including cost of all materials, all complete as
per specification, drawings and as per instruction of engineer.

Providing, laying, compacting and curing plain cement concrete M10 (1:3:6) with 53 grade
OPC cement, crusher Washed sand and crushed aggregate(using misture machine) finishi %[ 1.53 \
10 approved level, lines and dimensions using vibrator and all complete as per drawings,

specifications and as per Instruction of Site
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Reinforcement Steel Works: Providing, strai ing,cleaning, cutting, fabricating, bending,
stirrups making and tying TMT (Fe S00) for main reinforcement bars and binding the bars
'with 18 gauge anncaled wire for tying them at each junction as per design and details for all
types of RCC elements including all waste and cut pieces, provision for spacers, chairs,
providing and placing cover blocks cement mortar (1:1) to keep the bars in the intended
position at all levels etc. including cost of all materials and accessorics, all complete as per
specification, drawings and as per instruction of engineer

kg

Providing, laying, compacting and curing plain cement concrete M20 (1:1.5:3) with

chemical agent and admixture in Top Of Slab (using mixture machine) finishing to approved
level, lines and dimensions using vibrator and all complete as per drawings, specifications
and as per Instruction of Site Engineer.

approved 53 grade OPC cement, crusher washed sand and crushed aggregate water proof | .

cum

7.78

SUB-TOTAL| ~

VAT(13%)

GENERAL WORKS

GRAND TOTAL|

Total Amount ln Words:
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Name of Firm:

Address of Firm:
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